
 

ΟΔΗΓΙΕ –INSTRUCTION 

 

ΜΟΝΣΕΛΟ- MODEL : HONDA CBR1000RR 09 

ΠΡΟΪΟΝ – PRODUCT : 
ΠΙΩ ΦΣΕΡΟ 

         REAR HUGGER 

ΚΩΔΙΚΟ – CODE :           RH-HCBR1000RR/09 

 

ΠΕΡΙΕΧΟΜΕΝΟ 
CONTENTS 

 Πιαζηηθό θηεξό 

 2ηεκ. Βίδεο Μ5ρ15 

 Plastic Seat Cover 

 2pcs Screws M6x15 

ΠΡΟΔΙΑΓΡΑΦΕ 
 

MATERIAL 
SPECIFICATIONS 

Σν πιηθό πνπ είλαη θαηαζθεπαζκέλν ην πξντόλ 

είλαη πιαζηηθό ABS κε αθξηιηθή εμσηεξηθή 
επίζηξσζε. Μπνξεί λα ηνπνζεηεζεί ρσξίο λα 
γίλεη επηπξόζζεηε βαθή. 

Όιεο νη εηαηξείεο ρξσκάησλ δηαζέηνπλ 
ζπζηήκαηα γηα ηελ βαθή ηέηνησλ πιηθώλ. 
Απεπζπλζείηε ζηελ εηαηξεία πνπ ζπλεξγάδεζηε 

λα ζαο ππνδείμνπλ ηνλ ζσζηό ηξόπν βαθείο. 

The product's material, made of ABS plastic with 

acrylic exterior layer, can be placed on your bike 
without requiring painting but if you want it 
painted, all paint companies have equivalent 

machinery at their disposal. If you want to paint it 
yourself, you should contact them to inform you 
on what you will need and how to do it. 

 

 
Photo Νν 1 

 
Photo Νν 2 

 
ΣΟΠΟΘΕΣΗΗ 

 Αθαηξέζηε ην παιηό θηεξό ή ην πξνζηαηεπηηθό ηνπ 

ακνξηηζέξ, όηη έρεη ε κνηνζηθιέηα ζαο θαη μεβηδώζηε ηελ 
πιατλή βίδα ηνπ πξνζηαηεπηηθνύ ηεο αιπζίδαο. Ξεβηδώζηε 
επίζεο ηηο βίδεο πνπ ζπγθξαηνύλ ην ζσιελάθη ηνπ πίζσ 

θξέλνπ  

 Καζαξίζηε ηελ πεξηνρή γύξσ από ην ςαιίδη. 

 Αθαηξέζηε ηελ πξνζηαηεπηηθή κεκβξάλε πάλσ από ην 
θηεξό. 

 Βάιηε ην θηεξό ζηελ ζέζε ηνπ παιηνύ θηεξνύ πάλσ από ην 
ςαιίδη (ε αξηζηεξή πιεπξά πξέπεη λα πεξάζεη θάησ από ην 
πξνζηαηεπηηθό ηεο αιπζίδαο θαη ε δεμηά, ηα ζσιελάθηα θαη νη 

βάζεηο ηνπο λα πεξάζνπλ από πάλσ από ην θηεξό). 

 Βηδώζηε ην θηεξό ρξεζηκνπνηώληαο ηηο παιαηέο βίδεο, εθηόο 

από ηηο βίδεο γηα ην ζσιελάθη πνπ ζαο δίλνληαη λέεο. 

 Πξηλ ζθίμεηε ηηο βίδεο ειέγμηε αλ ην θηεξό είλαη ζηελ ζσζηή 

ζέζε.  

Placement 
• Remove the old wing or guard of the shock that has the bike and 

you unscrew the screw of the protective side chain. It also unscrew 
the screws holding the tube of the rear brake  
• Clean the area around the scissors.  

• Remove the protective film over the wing.  
• Put the wing in place of the old wing over the hedge (the left side 
to pass under the chain guard and right, hoses and bases to pass 

from above the wing).  
• Tighten the wing using the old bolts, screws except for the tube 
you are new.  
• Before you tighten the screws check that the wing is the correct 

position. 

Γηα νπνηαδήπνηε  πιεξνθνξία επηθνηλσλήζηε καδί καο. 

Σει.: 210 8075387 
Email: tech@hld.gr 

For any farther information please do not hesitate to contact us: 

Tel.: +30 210 8075387 
Email: tech@hld.gr 

       


