
REMOVE BOLTS FROM THE CARTER LIKE SHOWN UP;

FIX THE BRACKETS WITHOUT LOCK THE ORIGINAL BLOTS TO THE CARTER;

APPROACH THE ENGINE SPOILER ALRADY MOUNTED WITH THE SCREWS 4X10, WASHER Ø 4 AND NUT TO 
THE BRACKETS TO FIND THE RIGHT POSITION IN THE FIXING POINT;

SCREW WITHOUT LOCK THE ENGINE SPOILER TO THE BRACKETS AND PUT IT IN POSITION TO ADJUST IT 
WITH THE CORRECT DISTANCE FROM THE EXHAUST;

LLOCK THE ENGINE SPOILER TO THE BRACKETS USING THE RUBBER WASHER BETWEEN THE BRACKET AND 
THE ENGINE SPOILER, THE WASHER Ø 5 BETWEEN THE HEAD OF WASHER 5X16 AND THE ENGINE SPOIL-
ER IN ABS.

BRACKET 3 - BRACKET 4 – LEFT SIDE

FINAL ASSEMBLING

BRACKET 1 - BRACKET 2 – RIGHT SIDE

MOUNTING PROCEDURE KIT

KIT ENGINE SPOILER
SUZUKI SV650 ‘16

SN6 PUNT

X4. BRACKETS
X1. BARRACUDA ENGINE SPOILER
X8. SCREW 4X10 “ROUND HEAD”
X8. WASHER Ø 4
X8. NUT Ø 4
X4. SCREW 5X16 “ROUND HEAD”
X4. RUBBER X4. RUBBER WASHER
X4. WASHER Ø 5
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