
Washer Ø 6

Washer Ø 6

Washer Teflon

Screw 6x20

MOUNTING PROCEDURE KIT

Rubber Washer

Rubber Washer

REMOVE THE ORIGINAL LICENCE PLATE FROM THE MOTORBIKE. 
APPLY THE BARRACUDA LICENCE PLATE FIXING IT WITH THE 6X20 SCREW INCLUDED.
ATTENTION: FIX THE DIAMETER 6 LARGE WASHERS AND RUBBER WASHERS LIKE SHOWN IN THE PIC-
TURE. JOIN THE LICENCE PLATE TO THE SPECIFIC BRACKET INSTALLED.

WE ADVICE AN INCLINATION NOT EXCEEDING TO 30° TO AVOID SANCTIONS AND POSSIBLE DAMAGES.

KIT LICENCE PLATE
SUZUKI GSXR 600/750 2011 
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X1. ALUMINIUM SPECIFIC BRACKET
X1. LICENCE PLATE BARRACUDA
X1. JUNCTION LICENCE PLATE
X1. JUNCTION ALUMINIUM BRACKET
X8. LARGE WASHER DIAMETER 6
X6. RUBBER WASHER
X4. TEFX4. TEFLON WASHER
X4. SCREW 6X20


